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Washer extractor soft mounted high spin

ATOLL 55 - 1100
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Type ATOLL 55 77 100 120 140 190 220 290 350 450 600 800 | 1100
load capacity kg 5,5 7,7 10 12 14 19 22 29 35 45 60 80 110
high spin soft mounted free standing 1100 1100] 1000{ 1000] 1000 1000| 1000 1000 900 900 900 800 800
Type ATOLL 55 77 100 120 140 190 220 290 350 450 600 8OO 1100
Drum volume I 55 77 100 120 142 190 220 293 330 450 580 770 1150
Load capacity (dry load]® appr. kg 5,5 77 10 12 14 19 22 29 33 45 60 80 110
Extraction spaad variah. up to rpm 1100 1100 1000 1000 1000 1000 1000 900 00 200 200 BOO 800
Number of scoop ribs 4 4 4 4 4 3 5 i ] & ] & ]
Connected wattage
ElectricHeating kW 5,4 72 9 12 12 18 18 18 36 36 36(54) B 81
Steam-HP |4-6 bar] kg/h [ca] 5 7 7 12 12 18 18 18 36 45 40 130 200
Installation connections
Water cold %" thread DN £ " W %" " " A W £ " 3 IR VY
Water warm [opt.] %4"thread DM " " 3" 3" " 3" £y e 3" 3" 3" 1 1"
Steam HP 14" -thread DN 12 12 20 20 20 20 20 20 20 20 20 25 25
Water drain mm 50 50 70 70 70 70 70 70 70 70 70 100 100
Dimensions
Width mm 490 490 790 790 790 1010 1010 1010 M50 1150 1150 1600 1400
Depth mm 740 7B& 825 $75 975 1030 1030 1210 1200 1380 1480 2000 2200
Height mm 1000 1000 1240 1240 1240 1370 1370 1370 1620 1620 1620 2100 2100
Met weight kg 220 230 310 350 350 410 410 470 950 1070 1440 3400 3500
*Depending on load type
Standard design ATOLL 55 - 1100:
* Microprozessor- FreePro + soft mounted high spin
* Free programmable up to 99 programms « free choice of extraction speed
« Each programm step free programmable « free choice of temperature
* Wet clean possible « without rubber between door and drum
+ 13 standard programmes * powder box stainless steel
« fault diagnostic system integrated * big door
* big display with text shown  drum outer drum stainless steel
+ cool down » machine frontpanel and cover stainless steel
« converter drive * big drain valve
« free choice of washing speed * power/voltage 400V/3/50 Hz/N/PE
ol'?mtrade'
Celt s bt promatias |
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- Not possible option
a.A Available on request v 3
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Washer extractor rigid mounted
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WS 77 - 600
Type WS 77 100 140 220 290 350 450 600
load capacity kg 8 10 14 22 29 35 45 60
normal spin hard mounted 500 500 500 500 500 500 500 500
Technical Specifications
Type WS | | 100 140 220 290 350 450 600 )
Drum volume I 100 140 220 290 332 450 580 §
Load capacity (dry load)* appr. kg 10 14 22 29 35 45 60 B
Extract. speed variab. up to pm 500 500 500 500 500 500 500 H
MNumber of scoop ribs + 4 5 5 6 6 6 2
Connected wattage 2
Electric-Heating kW g 12 18 18(24) 36 36 36 (54) g
Steam-HP/LP (4-6 bar) kg/h(appr.) 9 ] 18 18 36 45 60 k|
Installation connections 5
Water cold 3"-thread AG %" % %" 3" 3" 3 %" E
Water warm (opt ) %“thread AG %" 3% %" 3" 3" 3 %" 8
Steam HP/LP %"-thread DN 20 20 20 20 20 20 20 E
Water drain mm 70 70 70 70 70 70 70 E
Dimensions e
Width mm 775 790 B85 885 1110 1110 1150 I
Depth mm 718 1010 1070 1170 1100 1400 1680 =
Height mm 1220 1220 1370 1370 1600 1600 1620 5
Net weight kg 240 260 340 390 820 870 1660 3
* Depending on load type

Standard design WS 77 - 600:

* Microprozessor- FreePro

* Free programmable up to 99 programms
» Each programm step free programmable
+ 13 standard programmes

« fault diagnostic system integrated

* big display with text shown

* cool down

* converter drive

* hard mounted normal spin

Caption
. Included option

Not possible option
a.A Available on request
Recommended option
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« free choice of temperature

« without rubber between door and drum
 powder box stainless steel

* big door

 drum outer drum stainless steel

» machine frontpanel and cover stainless steel
* big drain valve

* power/voltage 400V/3/50 Hz/N/PE
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Barrier washer
DIVIMAT D 140 - 800
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Type DIVIMAT D 140 180 220 400 350 600 800
load capacity kg 14 18 22 40 35 60 80
high spin soft mounted 1000 1000 1000 1000 900 900 900
DIVIMAT D Front Loader 140 180 220 290 400 350 600 800 1200 1600 2000
Drum volume | 140 187 220 290 400 350 600 800 1200 1600 2000
Door opening mm 340 x 540 540 = 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 400 x 350 4600 x 350 400 x 350
load capacity (dry load)™ kg 14 18 22 29 40 35 60 80 120 160 200
Extracfion speed variob. up o rpm 1000 1000 1000 1000 1000 200 200 200 750 750 750
MNumber of scocp ribs 4 4 3 3 ] & & & & & &
Connected values
Electric heating kew 12 18 18/24 24/36 36 3é 36/54 72 120 140 200
Steam-HP/LP [4-6 bar] kg/h [appr.] 12 18 18 24 36 3é 60 B8O 120 1460 200
Space requirements
Width mm 1130 1310 1200 1380 1560 1200 1560 1920 1650 2200 2650
Depth mm 970 970 1180 180 1180 1344 1344 1344 1800 1800 1800
Height mm 1400 1400 1685 1685 1685 1715 1715 1715 2000 2000 2000
Minimum installafion clearance. mm 7?0 790 200 200 200 1195 1185 1195 1650 1800 1800
Met weight kg &00 650 770 B7O 260 1000 1200 1500 3500 4500 5500
All models are also available as industrial machines with only one door.
DIVIMAT S Side Loader 140 190 220 350
Drum volume | 142 190 220 330
Docr opening mm 530 = 300 530 = 300 530 x 300 530 x 350
load capacity |dry load)® kg 14 19 22 35
Extroction speed varigb. up to rpm 1000 1000 1000 200
Connected values
Electric heating kow 12 18 18 36
Steam-HP/LP |4-& bar] kg/h lappr.) 9 18 18 45
Space requirements
Width mm 825 1010 1010 1180
Depth mm 950 1030 1030 1200
Height mm 1300 1370 1370 1620
Minimum installation clearonce mm 740 870 870 1180
Meat weight kg avo 430 450 980

*Depending on load ratic

Standard design DIVIMAT D 140 - 800:
* Microprozessor- FreePro

* Free programmable up to 99 programms
» Each programm step free programmable
* Wet clean possible

+ 13 standard programmes

« fault diagnostic system integrated

* big display with text shown

* cool down

* converter drive

+ soft mounted high spin

Caption
. Included option

- Not possible option
a.A Available on request
Recommended option

« free choice of extraction speed

« free choice of temperature

« without rubber between door and drum
* powder box stainless steel

* big door

 drum outer drum stainless steel
» machine frontpanel and cover stainless steel
* big drain valve
« voltage/frequency 400V/3/50 Hz/N/PE



Barrier washer medical type
DIVIMAT D-P (2 compartment)
DIVIMAT D-Y (3 compartment)
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DIVIMAT D-P DIVIMAT D-Y
2 compartment 3compartment

D dividing Y dividing

Type DIVIMAT D 350 450 600 800 1200 1600 2000
load capacity kg 35 45 60 80 120 160 200
high spin soft mounted 900 900 900 900 800 800 800
compartments 2 D-dividing |2 D-dividing |2 D-dividing |2 D-dividing 3 Y-dividing |3 Y-dividing |3 Y-dividing
DIVIMAT D Front Loader 140 180 220 290 400 350 600 800 1200 1600 2000
Drum volume | 140 187 220 290 400 350 400 800 1200 1600 2000
Daor opening mm 540 x 540 540 = 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 400 x 350 600 x 350 600 x 350
load capacity (dry load]™ kg 14 18 22 29 40 35 60 80 120 160 200
Extracfion speed variob. up o rpm 1000 1000 1000 1000 1000 200 200 200 750 750 750
Number of scoop ribs 4 4 5 3 ] & & 6 & é &
Connected values
Electric heating kew 12 18 18/24 24/36 36 36 36/54 72 120 160 200
Steam-HP/LP |4-6 bar] ka/h [appr.] 12 18 18 24 36 36 60 80 120 160 200
Space requirements
Width mim 1130 1310 1200 1380 1560 1200 1560 1920 1650 2200 2650
Depth mm 970 Q70 1180 1180 1180 1344 1344 1344 1800 1800 1800
Height mim 1400 1400 1685 1685 1685 1715 1715 1715 2000 2000 2000
Minimum installafion clearonce mm 790 720 200 200 00 1195 11295 1195 1650 1800 1800
MNet weight kg 600 650 770 B70 260 1000 1200 1500 3300 43500 3500
All models are also available as industrial macl
DIVIMAT S Side Loader 140 190 220 350
Drum volume | 142 190 220 330
Door opening mm 330 = 300 530 x 300 530 x 300 530 =350
lood capacity (dry load)® kg 14 12 22 35
Extroction speed variob. up to rpm 1000 1000 1000 200
Connected values
Electric heating kowe 12 18 18 36
Steam-HP/LP |4-4 bar] kg/h lappr.] @ 18 18 45

Space requirements

Width mm 825 1010 1010 1180
Depth mm @50 1030 1030 1200
Height mm 1300 1370 1370 1620
Minimum installation clegrance mm 740 B70 B70 1180
Met weight kg azo 430 450 980

*Depending on load ratio

Standard design DIVIMAT D-Y :

o * cool down
¢ DIVIMAT D-P 350 - 800 2 compartment D -dividing « converter drive
DIVIMAT D-Y 1200 - 2000 3 compartmentsin Y-dividing -« soft mounted high spin

* medical washer (barrier washer) - free choice of extraction speed
* Microprozessor- FreePro « free choice of temperature
* Free programmable up to 99 programms « without rubber between door and drum
« Each programm step free programmable - powder box stainless steel
» Wet clean possible  big door
*13 sta_ndard programmes « drum outer drum stainless steel
* fault diagnostic system integrated + machine frontpanel and cover stainless steel
* big display with text shown - big drain valve

* voltage/frequency 400V/3/50 Hz/N/PE
Caption
. Included option
- Not possible option
a.A Available on request 6

Recommended option



Barrier washer ‘00 5' n H l
DIVIMAT S 140 - 600 afe

1909 - 2009 WASCHEREIMASCHINEN

Type DIVIMAT S 140 190 220 350 600

load capacity kg 14 19 22 35 60

high spin soft mounted 1000 1000 1000 900 900
DIVIMAT D Front Loader 140 180 220 290 400 350 &00 BOO 1200 1600 2000
Drum volume | 140 187 220 290 400 350 &00 300 1200 14600 2000
Door opening mm 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 540 x 540 600 x 350 600 x 350 600 x 350
load capacity (dry load)* kg 14 18 22 29 40 35 &0 80 120 160 200
Extrocion speed variob up o rpm 1000 1000 1000 1000 1000 00 00 200 750 7350 750
Mumber of scoop ribs 4 4 5 5 5 é & -] & & &
Connected valves
Electric heating kw 12 18 18/24 24736 3o 36 36/54 72 120 160 200
Steam-HP/LP |4-& bar] kg/h [appr.] 12 18 18 24 36 36 a0 80 120 160 200
Space requirements
Width mm 1130 1310 1200 1380 1560 1200 1560 1920 1650 2200 2650
Depth mm g70 970 1180 1180 1180 1344 1344 1344 1800 1800 1800
Height mm 1400 1400 1485 1485 1485 1715 1715 1715 2000 2000 2000
Minimum installafion clearance  mm 790 790 200 00 200 1195 1195 1195 1650 1800 1800
MNet weight kg 400 650 770 B70 2460 1000 1200 1500 3500 4500 5500

All models are also available as industrial machines with only one door.

DIVIMAT S Side Loader 140 190 220 350
= E Drum volume | 142 190 220 330
mHER Door opening mm 330 x 300 530 x 300 530 x 300 530 x 350
T, i Lood capacity [dry load]® kg 14 1% 22 33
Extraction speed variab. up o rpm 1000 1000 1000 00

Driatheli Group
Tel:: 0726 715 614
0724 517.020

Driatheli Group
Tel.: 0724 715 614
0724 517 020 7 Connected values
e-mail officesinfiiirode 1o

| &-moit officeBkarchersenvicelrc Electric heating howe 12 18 18 36
ww_\kﬂTCher‘SENica_rc il‘lfll'!"l’qde - Steam-HP/LP |4-6 bar] kg/h [appr.) 2 18 18 45
Space requirements
' Width mm 825 1010 1010 1180
Depth mm 250 1030 1030 1200
Height mm 1300 1370 1370 1620
Minimum installation clegronce mm 740 aro 870 1180
Met weight kg azo 430 450 280

*Depending on load ratic

Standard design DIVIMAT S 140 - 600:

* Microprozessor- FreePro « free choice of extraction speed

* Free programmable up to 99 programms « free choice of temperature

» Each programm step free programmable « without rubber between door and drum

* Wet clean possible * powder box stainless steel

+ 13 standard programmes * big door

« fault diagnostic system integrated  drum outer drum stainless steel

* big display with text shown » machine frontpanel and cover stainless steel
* cool down * big drain valve

* converter drive * voltage/frequency 400V/3/50 Hz/N/PE

+ soft mounted high spin

Caption
. Included option

- Not possible option
a.A Available on request 7
Recommended option
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Type Drying tumbler 132 | 134 | 136 | 144 | 146 | 152 154 156
drum volume L 200| 275| 320 500/ 700| 1000 1330| 1750
Load capacity 1:25/1:20 kg 8/10|11/14|13/16| 20/25| 28/35| 40/50| 54/67| 70/88
Type T132 | T134 [ T136 | T144 | T146 T 152 T 154 T 156 E
Drum Diameter mm | 750 750 750 940 940 1300 1300 1300 f
Depth mm | 400 620 720 720 1000 B70 1070 1370 B
Volume 1| 200 275 320 500 700 1000 1330 1750 8
Filling weight Filling volume ka 10 14 16 25 35 50 70 a0 3
Water evaporation | Electrically heated limin | 0,22 0,22 0.22 0,35 0.45 0,83 083 0.83 3
Rated performance | Gas heated lfmin 0,32 042 0.42 0,75 1 1,8 1.9 19 ]
Steam heated limin | 0,28 0,37 0.4 0,65 08 1,6 22 25 8
Supply-line data Motor for drum kW 0,75 0,75 0,75 0,35 0,5 1.1 11 1.1 §
Motor for fan KW - - - 2.2 3.0 4.0 4.0 40 =
Electric heating KW | 12/18 18 18/24 24 36 72 90 110 z
Propane gas kg/h| 1,25 23 3,25 5,1 7.1 9,7 12 15 2
Natural gas m*h 2 345 445 68 7.8 13,2 13,2 13,2 -
Steam 8 bar kg/h | 30 50 60 104 205 | 250 (10 bar) | 300 (10 bar) | 380 (10 bar) | %
Supply-line Air flow maximum m*/h 1400 1400 1400 3100 4000 8000 6000 G000 §
fittings Air exhaust pipe @mm | 160 160 160 220 250 315 315 315 z
Natural gas @inch | % Ve w W Ve 1" 1" 1 E
Propane gas @ mm 12 12 12 15 13 20 25 25 g
Dimensions Width mm | 790 790 790 990 980 1430 1430 1430 <
Degpth mm | 915 915 1060 1091 1420 1510 1710 2010 ¥
Height mm | 1510 1510 1510 1930 1930 2195 2195 2185 2
Weight kg | 185 185 225 380 490 880 980 1250 &
&
Standard design T 132 - 156: G
» Compact steel design
* Large loading door with inspection window
* Cleaning flap with large surface lint screen at front side
« Stainless steel drum Radial air
+ Radial air curent through entire drum current
» Temperature control by means of thermostat (steam option)
* Door contact protection
« Air shortage protection
+ Cool down stage at the end of the drying time
* Reliable anti corrosion protection
« Colour light grey
* 400V/3PH/50 Hz/N/PE
Caption
. Included pptlon _ Fluff filter
- Not possible option
a.A Available on request Recommend sales price list valid from 01. January 2011, changes reserved as a result of 8

Recommended option error. With this price list all previous price lists become invalid.
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tumble dryer T 232 | 234 | 236 | 244 | 246
drum volume L 200| 275| 320 500 700
Load capacity 1:25/1:20 kg 8/10(11/14|13/16|20/25( 28/35
-
Technical Data —
Type T232 | T234 | T236 | T244 | T246 T152 T154 T156 E
Drum Diameter mm| 750 750 750 940 a40 1300 1300 1300 %
Depth mm | 400 620 720 720 1000 B70 1070 1370 g
Volume | 200 275 320 500 700 1000 1330 1750 E
Filling weight Filling volume: kg 10 14 16 25 35 50 70 90 =
Water evaporation | Electrically heated Ifrmin 0,22 0,22 022 0,35 045 0,83 0,83 0,83 2
Rated performance | Gas heated Umin | 0,32 0,42 0,42 0,75 1 1.8 18 19 g
Steam heated /min | 0,28 0,37 04 0,65 0.8 1,6 232 25 ]
Supply-line data Motaor for drum kW 0,75 0,75 0,75 0,35 0.5 1.1 11 1.1 B
Motor for fan kW - - - 22 3.0 40 4.0 4.0 E
Electric heating KW | 12/18 18 18/24 24 36 72 o0 110 ¥
Propane gas kgh | 125 23 3,25 5,1 7.1 97 12 15 z
Natural gas mh 2 345 445 6.8 7.8 13,2 13,2 13.2 -
Steam 8 bar kgh | 30 50 60 104 205 | 250 (10 bar) | 300 (10 bar) | 380 (10bar) | &
Supply-line Air flow maximum m¥h | 1400 1400 1400 3100 4000 6000 6000 6000 =
fittings Air exhaust pipe @mm | 125 125 125 220 250 315 315 315 z
Natural gas @inch | % % % W W ¥ iE iE E
Propane gas @ mm 12 12 12 15 15 20 25 25 g
Dimensions Width mm | 790 790 790 990 990 1430 1430 1430 =
Depth mm | 915 915 1060 1091 1420 1510 1710 2010 2
Height mm | 1510 1510 1510 1930 1930 2195 2195 2195 =
Weight k| 275 275 780 380 480 BBO 980 1250 g
&
Air blower
Standard design T 232 - 246: EpT—
* FREEpro microprocessor controlled
+ air flow recover system 60% to save energy * Door contact protection
» Compact steel design « Air shortage protection
- Large loading door with inspection window * Cool down stage at the end of the drying time
» Cleaning flap with large surface lint screen at front side * Reliable anti corrosion protection
« Stainless steel drum + Colour light white
- Radial air curent through entire drum * 400V/3PH/50 Hz/N/PE
» Temperature control by means of thermostat (steam option)
Caption
. Included option
- Not possible option
a.A Available on request 9

Recommended option



Heavy duty hydro extractor
Z10-30
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Type Z 10 15 20 30

load capacity kg 9 15 20 30

Technical Specifications
Hydro-extractor model Z10 Z15 Z 20 Z 30

-| Drum:

-| Diameter mm 410 528 635 730 g
Height mim 300 320 320 320 -

.| Revolutions rpm 1450 1450 14350 1450 E

.| Content: Z

.| Load weight approx. kg 9 15 20 30 E

.| Load volume approx. | 34 62 91 125 o
Connected load: KW /| 1 1,2 1.6 3 g
Dimensions: 5
Height mm 00 1050 1050 1100 e
Width mm 560 750 830 980 E
Depth mm 870 1060 1140 1280 T
Weight: kg 118 205 270 360 7

Standard design Z 10 - 30:

« Stainless steel drum

» Dynamically balanced

« electro-mechanical control

* Drive by special centrifugal motor

« Vibration free elastic bearings

* Outer shell heavy gauge steel plate with galvanized base
* Thermal enamel finished

* Brake operating electrically

* Locking of lid

« Colour light grey

* power/voltage 400V/3PH/50Hz/N/PE

Caption
Included option

- Not possible option
a.A Available on request
Recommended option
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Flatwork ironer
M 210

______  M400/MR400 | Msnumn's_ﬂﬁ'
Roll @ {mm) 400 400 | 500 | 500

?FDEI | 3EIEII.?

_ Ru_ll ﬂidth* {mm) I?Sﬂ

Drying performance’)

| Steam heating
(kg/h)opprox. | M | 55 65 77 1% |65 | B

400 | 400
E'IDEI

{ Drying performonce’)
Electric heating
tkg/h) approx.
Ironing speed, infinitely
variable (m/min)

04

60 66 5;]50 75

Dimensions (mm)

CMeght 1230|1230 1230 1230 1230
widh 2550 | 2900 3500 3800 2550
| Front-tobacksize 5 | 1730 [ 1730 | 1730 | 1730 | 1730

1730 1730
j;;ggf* 1150 | 150 (1150 | 1150 | 1150 | 1150 1150

| Front-to-back size

Delivery dimension
excluding feeder helt

Weight (k)

| 790 | 790 | 790 | | 790 | | 790 | 790 | 790
131][! MED IBSD 2070 1505

Standard design M 210:

* Fine grain thermally stable cast iron bed

» Padding steel wool NOMEX textile

« Drive gear with motor fitted directly to the roller shaft (NO
CHAINS OR V-BELTS)

* Linen box

* Folding table

» Exhaust fan (option)

« Automatically lowering raising of the roll (option)

Caption
Included option

- Not possible option
a.A Available on request
Recommended option

1?5(! 2100 E?ﬂﬂ EIDDD

115:651,56515651,565 158 158 158158

1230 1230 | 1230
2900 | 3500 | 3800 2550 | 2900 |
1730 |
150 |
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1909 2009 WASCHEREIMASCHINEN
| M600/MR 600 ~ M800
| 500 | 600 | 600 600 600 800 800 | 800 | 800

1750 | 2100 | 2700 E{IHI] 1750 | 2100 2500 | 2?[![} 3[][]0

B0 | 100 | 125 | 145 | 114 | 137 | 160 | 176 | 195

68 | 85 106 126 | 102 | 122 | 145 | 157 | 174

‘ 158 158158 1,5-8 1,5-10 1,5-10 l,S-IUiI,S—!D_ 1,510 |

1230 1230 1380 | 1380 ] 1380 | 1380 1380 |

3500 | 3800 | 2550 zqnn|3300 3500 3800

1860 lE—ﬁU 1860 | 1860 | 2060 | 2060 2060 2060 | 2060 | _
1300 | 1300 1300 ISUB Bkl s i ]

I
940 940 | 940 | 940 | 1150 1150

1230 | 1230

1150 i__I]SB! 150 |

1700 23&[' 2550 2030 | 2250 | 2500 | 2800 1675 | 2010 2395i25£5 EEI"Si

* Finger guard

* INFINITELY VARIABLE CHOICE OF IRONING SPEED
* Infinitely variable choice of ironing temperatur

* Colour white powdered

*+ 400V/3/50 Hz/N/PE

Driatheli Group
Tel: 0726 715 618
0724 517020

Driatheli Group
Tel: 0726 715614

0724 517 020 i
a-rmail: allice@infiniradars
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Type M 330 1650 1750 2000
no. of rolls 1 1 1
roll diameter mm 300 300 300
roll length mm 1650 1750 2000
r____‘—r MZ210 | M/MC/MR 330 |
[ Roll 8 mm) [ 210 [ 210 | 300 [ 300 | 300 |
' Roll width {mm) | 1000 | 1400 | 1650 | 1750 | 2000 |
Drying performance') Gos
heating (kg/h) epprox. 18 2 | 33 36 39
I]ry;ir;g performancea') Elec- i | ‘ ==
tric heating (kg/h) opprox.| 16 24 a0 | 33 | 7
Ironing speed, infinitely | ‘ | =
| variable {m,/min} 1-25 | 1-25 1-6 | 1-6 1-6
| Dimensions (mm) =
Height | 1000 | 1ooo | 1100 | 1100 | 1100
Widih | 1380 | 1780 | 2200 | 2300 | 2550
Front-to-back size with rack| 1100 | 1100 | 1340 1340 1340
| Front-lo-back size f2odbok | oo | go0 | 910 | 910 910 |
| Weight (kg} | 200 | 240 | 740 | 750 | 900
Facilities —
Matural/propane gas (RY | 3/4* | 3/4* | 3/4* | 3/4" | /4
| Ventiloting outlets (@mm) | - | - 60 | 60 60
Connection du_lé____ — =
Eleciric heating (kW) | 42 | 63 | 105 [105/16] 10,516
. Nominal heat. tupu:iiv!k‘l‘ll}i 6 - 8 112 | s
Amount of air extrocted,
1 mbar (m?/min) approx. - | - 3.5 | 3.5 | 3,5_ )
Mators (W) | 120 | 120 | 420 | 420 420

'] Test material: Cotton 150g/'m?, residual humidity 20-25%.

Standard design M 330:

* Fine grain thermally stable cast iron bed * Finger guard

» Padding steel wool NOMEX textile * INFINITELY VARIABLE CHOICE OF IRONING SPEED

« Drive gear with motor fitted directly to the roller shaft (NO « Infinitely variable choice of ironing temperatur (steam heated
CHAINS OR V-BELTS) ironers as an option)

* Linen box + Colour white powdered

« Folding table *+ 400V/3/50 Hz/N/PE

* Exhaust fan

Driatheli Group

Driatheli Group
: Tel.: 0726 715 614
WL o 0724 517 020

e-mail: allice@infinirede.r

| e-mail: ofice@karchersenvice. o

infinifrag,

N

Caption
. Included option

- Not possible option
a.A Available on request
Recommended option
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