Generatoare monofazate Athena Building Comp

ENERGY

professional

ENERGY 1800 M ENERGY 2500 M ENERGY 3300 M ENERGY 4500 M ENERGY 4500 ME

¥ v ¥ L4 v
I A Y
Putere [KVA] 1.6 22 a0 42 42

Tensiung vl 230 230 230 230 230
Frecvents [He) 50 50 50 50 50
Factor de putere [cos ] 0.8 08 0B 08 08
Dimensiuni Lx1xh [rmim] 620 = 460 = 470 620 = 460 x 470 620 = 460 = 470 750 = 500 x 530 750 = 500 = 530
Greutate [kal 35 3B 42 54 54
jwon_________________ ||| | ]

Marca SUBARU SUBARLI SUBARU SUBARU SUBARU
Mode! EY 153 OH EY 20 OH EX 17DH EX 21 DH EX210H

Tip Benaind, 4 timpi Benzind, 4 timpi Benzing, 4 timpi Bergind, 4 timpi Benzing, 4 timpi
Putere [Pl 35 5.0 60 a0 9.0
Starter Manual Manusl Manual Manuzl Bectric
Capacitate cilindricd [em?] 143 183 169 265 285
Turatie [rot/min] 3000 3000 3000 3000 3000
Capacitate rezervor mn 3.B 3B 3.6 6.1 6.1

Nivekd zgomotuiui [dB] 0 70 0 70 70
Consum la 75% (L 1.1 1.1 1.0 18 1.8

e R S R
Marca SINCARD SINCRO SINCRO SINCRD SINCRO
(i 230V Al 7.0 86 13.0 183 163
400 ¥
Protectie [IP] b 23 20 20 20

st Al RE6L REEA EAMA
=

o)
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) ]

M - monofazic; E - starter electric; D - motor diesel; X - rezervor maril

ATHENA BUILDING COMP. SRL e-mail: office@athenabuilding.ro
www.athenabuilding.ro tel: 0724 517 020; 0726 715 616




Generatoare monofazate Athena Building Comp

ENERGY

professional

ENERGY 5500 M ENERGY 5500 ME ENERGY 6500 M ENERGY 6500 ME ENERGY 10000 ME

h b ¥ h ¥
e
Putere [kva] 50 5.0 6.0 60 10.0

Tensiune v] 730 730 230 730 230
Frecventd [H] 5 50 50 50 50
Factor de putere [cos ¢] 08 08 08 08 08
Dimensiuni Lx1h [mm] 750 % 500 x 531 750 x 500 x 531 840 x 550 x 530 840 x 550 x 530 1070 x 695 % 560
Greutate [kg] 7 25 68 o1 138
[ A R (R R
Marca SUBARU SUBARU SUBARU SUBARU SUBARU
Model EX 27 DH EX 27 DH EH41DH EH 41 DHS EH 65 DHS
Tip Bening, 4 timpi Benwing, 4 timpi Benzing, 4 timpi Benzing, 4 timpi Benwing, 4 timpi
Putere [CP] 9 9 135 135 205
Starter Manual Bectric Manual Blectic Bectic
Capacitate cilindrica el 265 265 404 404 639
Turatie [rot/min] 3000 3000 3000 3000 3000
Capacitate rezervor Il 6.1 61 70 70 200
Niveld zgomotui (Bl 0 70 0 0 70
Consum ka 75% fifnl 15 15 18 18 45
I N R
Marca SINCRO SINCRO SINCRD SINCAD SINCRD
PRI - L 217 217 26.1 26.1 435
400V
Protectie [IF] z 23 i i 54
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DOTARI STANDARD E E E E
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M - monofazic; E - starter electric; D - motor diesel; X - rezervor marit

ATHENA BUILDING COMP. SRL e-mail: office@athenabuilding.ro
www.athenabuilding.ro tel: 0724 517 020; 0726 715 616




Generatoare monofazate Athena Building Comp

ENERGY

professional
diesel

ENERGY 6500 MD

¥

230
50
0.E
800 = 600 x 610
B

YANMAR
L 100 AE
Diesel
B.E

406
3000
5.5

ENERGY 6500 MDE
v

6.0
230
50
0.8
800 x BOD x 610
85

YANMAR
L 100 AE
Diesel
B8
Bectric
406
3000
5.5
70
1.6

ATERNATOR ]

Putere [k\A]
Tensiung M
Frecventa [Hzl
Factor de putere [cos ]
Dimensiuni Lx1:<h [mim]
Greutate kgl
Marca
Model
Tip
Putere [CP]
Starter
Capacitate clindrica ]
Turatie [rot/min]
Capacitate rezervor m
Nivehd zgomatuli (8]
Consum la 75% i)
Marca
{eear e e S
400V
Frotectie [IP]
DOTARI STANDARD
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M - maonofazic; E - starter electric; D - motor diesel; X - rezervor marit
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Generatoare monofazate

Athena Building Comp

ENERGY 3300 MX

ENERGY 6500 MX

T [ R

Factor de putere [cos ]

Dimensiuni L h [mm]

Greutate [kal

Marca

Model

Tip

Putere [CF]

Starter

Capacitate cilindrica [em?]

Turatie [rot/min]

Capacitate rezervor m

Nivebul zgo motubui [dB]

Consum la T5% 1/

Marca

Curem altematr 22V )
400V

Protecti [IF]

DOTARI STANDARD

620 = 460 = 470

45

SUBARU
EX17DH
Berzing, 4 timpi
6.0
Manual

3000
12.0
70
1.0

SINCROD
13.0

20

EAlC 2]
D))
&

B40 = 550 = G50
5B

SUBARU
EX27DH
Benzing, 4 timpi
8.0
Manual
265
3000
16.6
70

SINCRO
18.3
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800 = BOD = 730
75

SUBARU
EH 41 DH
Benzing, 4 timpi
13.5
Manual
404
3000
715
T0
18
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M - monofazic; E - starter electric; D - motor diesel; X - rezervor marit
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Generatoare monofazate Athena Building Comp

GENERATOARE AGT - powered by HONDA

benzina - 4 timpi

GENERATOARE DE CURENT ONOFAIA'I'

TP Tensivne [ Putere Cos ¢ Motor Putere Rezervor Consum Dimensivni Masa
frecventa maxima motor specific de gabarit
AGT 2501 HSB 230 V/ 50 Hz 2,2 kVA 1 GX 160 5,5HP 361 313 g/ kWh 600x400x450 mm 36 kg
AGT 3501 HSB 230 V/ 50 Hz 2,9 kVA 1 GX 200 6,5 HP 361 313g/kWh 600x400x450 mm 40 kg
AGT 4501 H5B 230 V/ 50 Hz 4,2 kYA 1 GX 270 2,0 HP 6,01 313 g/ kWh 720x550x520 mm 63 kg
AGT 4501 HSBE 230 V/ 50 Hz 4,2 kYA 1 GX 270 2,0 HP 6,01 313 g/ kWh 720x550x520 mm 68 kg
AGT 7201 HSB 230 V/ 50 Hz 6,0kVA 1 GX 3%0 13,0 HP 651 313 g/ kWh 810x550x560 mm 80 kg
AGT 7201 HSBE 230V /50 Hz 6,0 kVA 1 GX 3%0 13,0 HP 6,51 313 g/ kwh 810x550x560 mm 85kg
AGT 10001 HSBE 230V / 50 Hz 10,0 kVA 1 GX 620 20,0 HP 3901 313 g/ kWh 1.000x560x800 mm 145 kg
AGT 12001 HSBE 230V / 50 Hz 12,0 kVA 1 GX 670 24,0 HP 39,01 360 g / kWh 1.000x560x800 mm 160 kg

DOTARE STANDARD:

® Panou frontal prevazut cu: dové prize monofazate schuko de 16 A, psntru gensratoarsle cw putersa pénd la 6,0 kVA; o prizd monofaxata
schuko de 16 A si o prizé monofaxaté #ip CEE, penirv generatoarele de 10,0 5i 12,0 kVA; protecfie termici; volimetru, pentru generafoarele
cu puterea mai mare de 4,2 kVA.

®  Starter eleciric i acumulator penirv modelele HSBE.

® Opfional se pot echipa cu alternatoare #ip AVR. Generatoare omologate HONDA EUROPA

GENERATOARE I

TIP Tensivne - Putere Cos Motor Pviere Rezervor <Consum Dimensivni Masa
[ frecventa maxima motor specific de gabarit

AGT 4001 LSDE 230V / 50 Hz 5,5 kyA 501 260 g / kwh 890x560x590 mm 115 kg

AGT 10001 LSDE 230V /50 Hz 9.8 WA 4,01 246 g / kwh 950x600x625 mm 155 kg

AGT 12001 ISDE 230V /50Hz  120kvA 1 121D 477/2 230HP 35,01 2349 /kWh  1.000x540x800 mm 195 kg

DOTARE STANDARD:

® Panov frontal prevazut cu: dova prize monofazate schuko de 16 A,
pentrv generatorvl AGT 56001 LSDE, o prizd monofazata schuko de 16 A
si o prizd monofazata tip CEE, pentruv generatoarele AGT 10001 LSDE si
AGT 12001 LSDE; protectie termici; volimetru, pentrv generatoursle
AGT 10001 LSDE 5i AGT 12001 LSDE.

® Starter electric si acumulator.

® Optfional se pot echipa ¢v alernateare tip AVR.

ATHENA BUILDING COMP. SRL

www.athenabuilding.ro

e-mail: office@athenabuilding.ro
tel: 0724 517 020; 0726 715 616




Generatoare monofazate Athena Building Comp

Generatoare de curent monofazate

BENZA'

Rezervor ;
Putere | Putere Putere f Nivel de
Model max. | cont. Motor motor comti>|ust|b ??;:;:T zgomot Gl;elzjte;te
(KVA) | (KVA) (CP) (i) (dbA) g

Robin Subaru EY 20 DH

E 2200 22 | 20 e E 50 38 1,1 854 33
Robin Subaru EX 17 DH

E 3000 30 | 27 v 60 36 1,0 75,0 45

ES 3000 30 | 27 |RebnSuauEXITOHS) g 36 1,0 75,0 45
Robin Subaru EX 21 DH

E 4200 42 | 38 uoary & 70 55 13 84,0 68

ES 4200 42 | g |RovnSuau EX2IDHS) 74 5,5 13 84,0 74
Robin Subaru EX 27 DH

E 5000 50 | 48 uoary = 90 61 15 750 72
Robin Subaru EX 27 DHS

ES 5000 50 | 48 pary & 9,0 61 15 750 77
Robin Subaru EH 41 DH

E 6000 60 | 55 oary o 135 70 18 84,0 81

E6000AVR | 60 | 55 |TonSwanfHeiDH| 435 70 18 84,0 81

ES 6000 60 | 55 |MUnSwanEHADHS) 435 70 18 84,0 86
Robin Subaru EH 41 DH

E 7000 70 | 60 uoary 135 70 18 83,0 81

ES 7000 70 | 60 |RonSwanEHAIDHS) 435 70 18 83,0 86
Robin Subaru EH 41 DH

E 8000 80 | 70 uoary 135 70 18 84,0 82

EB000AVR | 80 | 70 |POUNSWAuEH4IDH| 435 70 18 84,0 82

ES 8000 80 | 7,0 |RonSwanEHAIDAS| 435 70 18 84,0 87

ES8000AVR | 80 | 7,0 |RoOnStanEHATDRS) 455 70 18 84,0 87

ES 12000 120 | 100 |FeOnSubanEHESDRS 55 40,0 43 915 179

YD 4200 42 3,8 Yanmar L 70, diesel 6,7 35 1,1 89,5 85

YDS 4200 42 3,8 Yanmar L 70, diesel 6,7 35 1,1 89,5 97

EDS 4200 42 | 3g |RobnSuaudYZTDH| 55 3,2 1,0 87,7 89

EDS 5000 50 | 4g |RoonSuaudY4IDH| g5 45 13 91,0 110

YD 5000 5,0 48 Yanmar L100, diesel 10 55 1,6 95,2 100

YDS 5000 50 | 48 | YanmarLioo, desel 10 55 16 95,2 117

EDS 6000 60 | 55 |PoonSuaudYaDil g5 45 16 ot 1165

DIESEL

Echipare standard:
« cadru metalic ranforsat, amortizoare antivibratii, roti de transport (exceptie E2200), protectie lipsa ulei la motor,

sigurante automate , starter manual, voltmetru (exceptie E2200), 2 prize 230 V (prevazute cu capac de protectie);

« acumulator 12 V si starter electric la modelele ES 3000, ES 4200, ES 5000, ES 6000, ES 7000, ES 8000 si ES 12000, YDS
4200 si YDS 5000;

« AVR (regulator de tensiune electronic automatic) la modelele E 6000-AVR, E 8000-AVR, ES 8000-AVR

www.athenabuilding.ro
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Generatoare monofazate Athena Building Comp

Generatoare de curent monofazate - cu rezervor de combustibil 20 litri

Puter Rezervo
Model Pnl:Lexr.e coint. Motor f#éfé? comrbust Consum hzlgf.:ﬁ Greutate
(KVA)| (KVA e | gy | (Vord) | gpay | (K9)
) (litri)

E 4200 CD 42 | 3g |RoonSpauEX2iDH| g, 20 13 84,0 68
ES 4200 CD 42 | 3g |RevinSupan EXZIDHS) 74 20 13 84,0 74
E 5000 CD 50 | 48 |FOUNSWauEXZTOH) g, 20 15 75,0 72
ES 5000 CD 50 | 48 |FonSwanEX2TDRS| g 20 15 75,0 77
E 6000 CD 60 | 55 |MoPnSWauEHAIDH] 435 20 18 84,0 81
ES 6000 CD 60 | 55 |FUNSWAuEHAIDHS| 435 20 18 84,0 86
E 7000 CD 70 | 6o |PoPnSwanEHAIDH | 455 20 18 83,0 81
ES 7000 CD 70 | 6o |FONSanEHAIDRS] 435 20 18 83,0 86
E 8000 CD 80 | 70 |PoPnSLanERAIDH ] 435 20 18 84,0 82
ES 8000 CD 80 | 70 [FOUNSAnEHAIDRS| 435 20 18 84,0 87
YD 4200 CD 42 | 38 | YawmarL7o, desel 67 20 1,1 89,5 85
¥YDS4200CD | 42 | 38 | YanmarL70,diesel 67 20 1,1 89,5 97
YD 5000 CD 50 | 48 | YanmarLioo,diese 10 20 16 95,2 100
YDS5000CD | 50 | 48 | YanmarLioo,diesel 10 20 16 95,2 117

BENZA'

DIESEL

Echipare standard:

« cadru metalic ranforsat, amortizoare antivibratii, roti de transport, protectie lipsa ulei la motor, sigurante automate ,

starter manual, voltmetru, 2 prize 230 V (prevazute cu capac de protectie);
« acumulator 12 V si starter electric la modelele ES 4200, ES 5000, ES 6000, ES 7000, ES 8000, YDS 4200 si YDS 5000;
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