Generatoare trifazate Athena Building Comp

\ Engines, de curent trifazat

Putere Rezervor Consum Dimensiuni Masa

Tensiune Putere Cos ¢ Motor
[ frecventa maxima motor specific de gabarit

7.0/40 VA 08/1 6 313g/kWh  810x550x560 mm 93 kg
7,0/40kVA 08/1 GX390 130HP 313g/kWh  810x550x560 mm 98 kg
| 08/1 GX620 200 313 /kWh 1.000x560x800 mm 145 kg

A 08/1 GX670 240HP 390l 3609 /kWh 1.000x560x800 mm 164 kg

o priza monofazata schuko de 16 Asio
P+N+PE, pentrv generatoarele AGT

& monofazatd schuko de 16 A, o
nzata tip CEE, cu 5 poli 3P+N+PE,
SBE si AGT 14003 HSBE; protectie
termica; volimetru, pe D3 HSBE si AGT 14003 HSBE.

¢ Starier electric 5i acumulator pentru modelele HSBE.

® Oplional se pot echipa cu alternatoare tip AVR.

Generatoare omologate HONDA EUROPA

GENERATOARE DE CURENT TRIFAZAT

TIP Tensiune Putere Cos ¢ Motor Putere Rezervor Consum  Dimensiuvni Masa
[ frecventa maxima motor specific de gabarit

AGT 7003 LSDE 400/230V/50Hz 65/40kvA 08/1 151D440  105HP 50| 260g/kWh  890x560x 590mm 118kg

AGT 12003 LSDE  400/230V/50Hz 10,3/6,0kVA 08/1 251D 425/2 190HP 40| 2469 /kWh  950x600x 625mm 160 kg

AGT 14003 LSDE  400/230V /50Hz 135/8,0kVvA 08/1 12LD477/2 230HP 39,0 236g/kWh 1.000x560x 800 mm 200 kg

AGT 22003 LSDE  400/230V /50Hz 21,0/12,5kVA 08/1 9LD625/2 285HP 39,0 186g/kWh 1.290x680x1.000 mm 220 kg

DOTARE STANDARD:

® Panov frontal prevazut cu: o priza monofazata schuko de 16 Asio
prizd trifazata de tip CEE, cv 5 poli 3P+N+PE, pentru generatorul AGT
7003 LSDE, o priza monofazata schuko de 16 A, o priza monofazata tip
CEE si o priza trifazata tip CEE, cv 5 poli 3P+N+PE, pentru generatoarele
AGT 12003 LSDE, AGT 14003 LSDE si AGT 22003 LSDE; protectie
termica; voltmetrv, pentru generatoarele AGT 12003 LSDE, AGT 14003
LSDE si AGT 22003 LSDE.

® Starter electric si acumvulator.

® Optional se pot echipa cu aliernatoare tip AVR.
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Generatoare trifazate Athena Building Comp

ENERGY

professional

ENERGY 6000 T ENERGY 7500 T ENERGY 7500 TE ENERGY 9000 T
A J A J A4 v
e T [
Putere [kva) 55 7.0 7.0 85
Tensiung vl Z30/400 Z30/400 230/400 230/400
Frecventd (Hz) 50 50 50 50
Factor de putere [cos ] 08 08 08 08
Dimensiuni L Ixh [mm] 840 = 550 = 650 B840 3 550 = 650 840 « 550 = 650 B40 < 550 = 650
Greutate [kal 65 78 :1:] Bl
woon________________ || |
Marca SUBARU SUBARU SUBARU SUBARU
Model EX 27 DH EH 41 OH EH 41 DHS EH 41 DH
Tip Benzind, 4 timpi Benzing, 4 timpi Benzing, 4 timpi Benzing, 4 timpi
Putere [CP) 3] 135 135 135
Starter IManual Ianual Blectric IManual
Capacitate cilindrica [cm2] 265 404 404 404
Turafie [rot/min] 3000 3000 3000 3000
Capacitate rezervor i 6.1 1.0 7.0 7.0
Nivelul zgomotului [dB] 70 70 70 70
Consum la 75% [Vh] 15 1B 1.8 18
I R R A
Marca SINCRO SINCRO SINCRO SINCRO
ot 230V Wl 137 17.4 17.4 212
w0y 73 101 10.1 123
Protectie [IP} 21 21 21 21
8.l W)L 2=
DOTARI STANDARD &))@ :
Z[e
L] ] L
T- trifaac; E -starter electric; D - motor diesel; X - rezervor mérit; AVR - regulator de tensiune automat
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Generatoare trifazate Athena Building Comp

ENERGY

professional

ENERGY !ll'll.'lll TAVR ENERGY 9000 TE ENEHEY 13500 TE ENEHGY 16000 TE

s ———

s|5—

[kva] 135
Tensiune [Vl 230/400 230/400 230400 Z30/400
Frecventa [Hz] 50 50 50 50
Factor de putere leos @] 08 0.8 08 08
Dimensiuni L= 1xh [mm] B40 x 550 x 650 B40 = 550 x 650 1070 695 = 560 1070 695 % 560
Greutate [kal B1 83 143 170
o
Marca SUBARU SUBARU SUBARU SUBARU
Model EH 41 DH EH 41 DHS EH 65 DHS EH 72 DHS
Tip Benzing, 4 timpi Benzing, 4 timpi Benzing, 4 timpi Benzing, 4 timpi
Putere [cP) 135 135 18.0 5.0
Starter Manual Becic Blecic Electric
Capacitate cilindrica [em?] 404 404 653 720
Turafie [rot/min] 3000 3000 3000 3000
Capacitate rezervor M 70 7.0 200 200
Nivelul zgomotului [dB] 70 70 70 70
Consum la T5%
———

e 230V - 21.2 21.2 337 40,0

00V 12.3 123 195 231
Protecfie 117 21 21 21 21

8] ]3| N5 )

DOTARI STANDARD : @ @ [Z B =

(9] ] e

T -trifazic; E - starter electric; D - motor diesel; X- rezervor marit; AVR - regulator de tensiune automat
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Generatoare trifazate Athena Building Comp

ENERGY

professional
diesel

ENERGY 7500 TD ENERGY 7500 TDE
v v

aevarn I ——
Putere [kva) 7.0 7.0
Tensiune L] 230/400 230/400
Frecventd [Hz] 50 50
Factor de putere [cos ] 08 0.8
Dimensiuni L Ixh [mm] 620 > 460 x 470 620 = 460 % 470
Greutate [kgl a7 a7
woro .
Marca YANMAR YANMAR
Model L 100 AE L 100 AE
Tip Diesel Diesel
Futere [cP] ¥} 8.8
Starter Manual Electric
Capacitate cilindrici [em?] 406 406
Turafie [rot/min] 3000 3000
Capacitate rezervor m 55 5.5
Nivelul zgomotului [dB] 70 70
Consum la 75% [Vh) 1.6 1.6
(wrrn ——————
Marca SINCRD SINCRO
Al 30V ] 17.4 174
W0V 10.1 10.1
Protectie [11] il il

DOTARI STANDARD @[E %!}\:-; @EE
) O

T - trifazic; E - starter electric; D - motor diesel; X - rezervor mérit; AVR - regulator de tensiune automat

ATHENA BUILDING COMP. SRL e-mail: office@athenabuilding.ro
www.athenabuilding.ro tel: 0724 517 020; 0726 715 616




Generatoare trifazate

ENERGY
Bscireme

ENERGY 6500 TX

Y
GENERATOR

ENERGY 7500 TX

10
2307400
50
0.
900 = 600 = T30

B5

SUBARU
EH 41 DH
Benzind, 4 timpi
135
Manual
104
3000
775
0
18

Athena Building Comp

ENERGY 9000 TX
A\

BS
2307400
50
0B
900 = 600 = 730
BB

SUBARU
EH 41 DH
Benzing, 4 timpi
135
Manual
404
3000
275
70
18

A [ E—

Putere [kVA] 55
Tensiune v 230400
Frecventd [Hz] 50
Factor de putere [cos ] 0.8
Dimensiuni L 1xch [mm] B40 x 550 650
Greutate [kg] 72
MOTOR
Marca SUBARL
Model EX 27 DH
Tip Berzing, 4 timpi
Putere [CF] B0
Starter Manual
Capacitate cilindrics [em?] 265
Turafie [rot/min] 3000
Capacitate rezervor ] 166
Nivelul zgomotului [dB] 70
Consum la 75% Vh] 15
Marca SINCRO
Cwertatematr 20V ) Bl
00V 79
Protectie [IP] 21
2@
DOTARI STANDARD ’z] = HE

) [B)(@) (7]

SINCRD
174
101

2

2)(= (W (V] (e)
@4=HE
BN NG

— —_r

SINCRO
212
123

2

RICIOEI0
OpTlee
DB

T -trifazic; E - starter electric; D - motor diesel; X - rezervor mérit; AVR - regulator de tensiune automat
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Generatoare trifazate Athena Building Comp

Generatoare de curent - trifazate

BENZA
Putere | Puter Rezervor | Consu | Nivel de
Put t Greutate
Model max. | € Motor e | combustibil | m | zgomot (kg)
(kVA)| cont. (liri) | (Word) | (dbA) g
Robin Subaru EX 27 DH
TR 4300 43 | 40 poar £ 9,0 6,1 15 75,0 67,5
Robin Subaru EX 27 DHS
TRS 4300 43 | 40 paru & 9,0 6,1 15 750 730
Robin Subaru EH 41 DH
TR 6600 66 | 60 uoary € 135 7,0 18 83,0 86
Robin Subaru EH 41 DH
TRS 6600 66 | 60 uoary € 135 7,0 18 83,0 103
TRS 12000 120 | 10,0 |RoPmSepanEHESDRS) 999 40,0 43 82,0 161
TRS12000AVR | 120 | 10,0 |FOPMStpanEHESDRS) 550 40,0 43 82,0 161
TRDS 4300 43 | 4p |RobinSubaudY2TDH|  gg 3,2 10 87,7 825 |
L
(72]
Robin Subaru DY 42 DH 1]
TRDS 6600 66 | 60 pan ¢ 95 45 16 935 155 | =

Echipare standard:
- cadru metalic ranforsat, amortizoare antivibratii, roti de transport, protectie lipsa ulei la motor, protectie termo-
magnetica la alternator, starter manual, voltmetru, 1 priza 400V si 1 priza 230 V (prevazute cu capac de protectie);

« acumulator 12 V si starter electric la modelele TRS 4300, TRS 6600 si TRS 12000; TRDS 4300 si TRDS 6600;
« AVR (regulator de tensiune electronic automatic) la modelul TRS 12000-AVR
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